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2514
Coladera de Rejilla 

Redonda de Campana
Round Grid Floor Drain with Bell Trap

Technical Specification Sheet

SECCIÓN A-A
A-A SECTION

PRODUCT FEATURES

Round grid floor drain with bell trap.
Bell trap to make hydraulic seal to prevents  bad 
odors.
Easy maintenance.
Recommended for courtyards, garages, 
terraces, heavy duty traffic and places where 
large draining capacity is requiered.

MATERIALS:
Cast iron body with anti-corrosion paint
coating.

CONNECTION:
Bottom outlet, 4"-8 NPSM internal threaded.
 

CARACTERÍSTICAS DEL PRODUCTO

Coladera de rejilla redonda con campana.
Céspol que genera sello hidráulico para evitar 
malos olores.
Fácil mantenimiento.
Recomendable para patios, garages, terrazas, 
tránsito pesado y donde se requiera gran 
capacidad de drenado.
 

MATERIAL:
Cuerpo de hierro fundido con recubrimiento de 
pintura anticorrosiva.
  
CONEXIÓN:
Salida inferior, roscado interno 4"-8 NPSM.
 

Los productos ilustrados pueden sufrir cambios sin previo aviso en su aspecto o partes, 
como resultado de los procesos de mejora continua  al que están sujetos, sin implicar 
mayor responsabilidad de la fábrica.
Visite nuestras páginas www.helvex.com.mx para México y www.helvex.com para el 
mercado internacional.

Illustrated products may suffer changes without previous notice in its appearance or 
parts, as a result of the continuous improvement processes to which they are subject, 
does not imply greater responsability of the factory.
Visit our pages www.helvex.com.mx for México and www.helvex.com for the
international market.
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