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Technical Specification Sheet

garantia de calidad

25-HL

Coladera de Tres Bocas con
Desagtie de Contorno Redondo
3-Way Floor Drain with

Round Contour Drain

®183

[72]

®99
[39]

Plato de Drenaje

148
ENTRADA
Roscado Interno [5,8]
1%"-11 NPSM
INLET B
Internal Threaded
1%"-11 NPSM
@102
[4.0]
145
[57]

AJUSTE ]

-« ADJUSTMENT SECCION A-A

) ! MAX. 32[1,3] A-A SECTION
—— MIN. 19[0,7]

(2) SALIDA T
Roscado Interno —
2-11 %" NPSM

(2) OUTLET

Internal Threaded

2-11 %" NPSM

Altura del Sello Hidraulico 36
Water Seal Height [1,4]

120

[47]

Medidas Referenciales / Estimated Dimensions, Acot. mm [pulg.] / Dim. mm [inch.]

CARACTERISTICAS DEL PRODUCTO

Coladera de 3 bocas con desague de contorno
redondo.

Incluye plato de drenado para evitar filtraciones.
Contra con altura ajustable.

Céspol que genera sello hidraulico para evitar
malos olores.

Facil mantenimiento.

Recomendable para bafios, regaderas,
vestibulos y otras areas interiores de pisos a
nivel de planta y entrepisos.

MATERIAL:

Tapa de laton.

Contra de laton.

Cuerpo de hierro fundido con recubrimiento de
pintura anticorrosiva.

ACCESORIOS:
Llave de mantenimiento.

CONEXION:

(2) salidas laterales, roscado interno 2 - 11 %5"
NPSM.

Entrada baja, roscado interno 1 %" - 11 NPSM.

Los productos ilustrados pueden sufrir cambios sin previo aviso en su aspecto o partes,
como resultado de los procesos de mejora continua al que estan sujetos, sin implicar

mayor responsabilidad de la fabrica.

Visite nuestras paginas www.helvex.com.mx para México y www.helvex.com para el

mercado internacional.

HECHO EN

Asesoria y Servicio Técnico:
Consultancy and Technical
Service:

(52

servicio.tecnico@helvex.coi
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PRODUCT FEATURES

3-way floor drain with round contour drain.

Drain plate included to prevent leaks.

Drain with adjustable height.

Bushing to make hydraulic seal to prevents bad
odors.

Easy maintenance.

Recommended for bathrooms, showers,
lobbies and other interior areas of floors

at floor level and between floors.

MATERIALS:

Brass lid.

Brass drain.

Cast iron body with anti-corrosion paint
coating.

ACCESSORIES:
Maintenance wrench.

CONNECTION:

(2) side outlets, 2 - 11 22" NPSM internal
threaded.

Lower inlet, 1 5" - 11 NPSM internal threaded.

lllustrated products may suffer changes without previous notice in its appearance or
parts, as a result of the continuous improvement processes to which they are subject,
does not imply greater responsability of the factory.

Visit our pages www.helvex.com.mx for México and www.helvex.com for the
international market.
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