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Coladera de Pretil para Azotea

garantia de calidad .
Parapet Roof Drain
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Medidas Referenciales / Estimated Dimensions, Acot. mm [pulg.] / Dim. mm [inch.] Roscado Interno
4"- 8 NPSM
CARACTERISTICAS DEL PRODUCTO PRODUCT FEATURES lmergﬂﬁ;ded
. 4"-8 NPSM
Coladera de pretil para azotea. Parapet roof drain.
Marco para instalar membrana Clamp frame to install waterproofing
impermeabilizante. membrane.

Rejilla removible.
Facil mantenimiento.
Recomendable para azoteas y terrazas.

Removable grid.
Easy maintenance.
Recommended for roofs and terraces.

MATERIAL: MATERIALS:

Cuerpo de hierro fundido con recubrimiento de Cast iron body with anti-corrosion paint
pintura anticorrosiva. coating.

CONEXION: CONNECTION:

Salida lateral, roscado interno 4"-8 NPSM.

Side outlet, 4"-8 NPSM internal threaded.

Los productos ilustrados pueden sufrir cambios sin previo aviso en su aspecto o partes,
como resultado de los procesos de mejora continua al que estan sujetos, sin implicar
mayor responsabilidad de la fabrica.

Visite nuestras paginas www.helvex.com.mx para México y www.helvex.com para el
mercado internacional.
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Asesoria y Servicio Técnico:
Consultancy and Technical
Service:
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lllustrated products may suffer changes without previous notice in its appearance or
parts, as a result of the continuous improvement processes to which they are subject,
does not imply greater responsability of the factory.

Visit our pages www.helvex.com.mx for México and www.helvex.com for the

international market.
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