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REC-03Regadera de Chorro Fijo Incluye Brazo y Chapetón / Fixed Jet Shower with Arm and Flange
NA

Características y Datos Técnicos / Characteristics and Technical Data

Medidas Referenciales / Estimated Dimensions, Acot.mm.(pulg.) / Dim.mm.(inches)

Regadera para baja, media y alta presión
con sistema anticalcáreo.
Cumple con la norma NOM-008-CONAGUA-1998.

Material:
Latón.

Conexión:
½" - 14 NPT

Presión de Trabajo:
Pmin= 0,2 kg/cm² (2,84 PSI)
Pmax= 6,0 kg/cm² (85,34 PSI)

Shower for low, medium and high pressure with
anti-limescale system.
Cumplies with NOM-008-CONAGUA-1998.

Material:
Brass.

Conection:
½" - 14 NPT

Working Pressure:
Pmin= 2,84 PSI (0,2 kg/cm²)
Pmax= 85,34 PSI (6,0 kg/cm²)

Despiece / Components

Mod.     Descripción                                              Mod.     Description

* Los productos ilustrados pueden sufrir cambios sin previo aviso en su aspecto o partes, como resultado de los
procesos de mejora continua al que están sujetos, sin implicar mayor responsabilidad por parte de la fábrica.

* The products illustrated may undergo unannounced changes in their appearance or parts, as a result of the
continuous improvement processes to which they are subject, without implying greater responsibility by the factory.

3 RR-201     Brazo regadera 

1 RR-72       Chapetón para brazo y regadera 
2 RR-343     Empaque para chapetón de regadera

1 RR-72       Flange for arm and shower head
2 RR-343     Gasket 
3 RR-201     Shower arm
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